G M750 750W 80 PLUS GOLD
HIGH END MODULAR ATX 3.1 PSU

ATX | ( PCI-E
80 3.1 5.0

PLUS
" GOLD
FEATURES
2 & + 80 Plus Gold certified
3 5 < « ATX V31
5 9 - Active PFC
% 2 - Safety protections: OVP (Over Voltage Protection);
7 UVP (Under Voltage Protection); SCP (Short Circuit
7 8 q
Protection); OPP (Over Power Protection)
+ 12 cm Fluid Dynamic Bearing fan
— - Fanless mode
i - Power cord: 1.5 m
< \ [ = + Dimensions: 150 x 85 x 140 mm (L x H x D)
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E \ g, - Accessories: 4x screws
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g \ QUL | AC Input 100Vac - 240Vac « 6A [ 12A « 50Hz - 60Hz
m
. DC Output +3.3V +5V +12V -12v +5Vsb
Max. Output Current 20A 20A 62A 0.3A 3A
. Max. Combined Watts 100W 744N 3.6W 1BW
Max. Power 750W
MODEL SKU EAN
ZOLYD GM750 - 750W 80 PLUS GOLD ZLDGM750MBK 5600413206935
MODULAR ATX 3.1 PSU BLACK
ZOLYD GM750 - 750W 80 PLUS GOLD ZLDGM750MWT 5600413206959
|||||'.' (1] 1] |I' 'II II' 11 g M i MODULAR ATX 31 PSUWHITE
w w w | | | | | | | | | PACKAGE QUANTITY WEIGHT DIMENSIONS
UNIT 1 21KG 33x13x19.5CM
MOTHERBOARD cPU PCI-E PCI-E 5.0 SATA MOLEX paSTER 6 35Kg EEBEDE
1% 20 + 4 pin 2x 4 + 4 pin 3x 6 +2pin 1x 12 + 4 pin 8x 6x



